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Read Your Log Haul Permit 
 
LOAD SPECIFICATIONS (Highway Loads): 
 
Load Height 

 4.8 meters to the highest point of the load 
 Center of load must not be crowned more than 50 cm above stake 

height 
 Side logs can not be more than ½ diameter of the log above the 

stakes 
 
Load Length 

 Maximum of 30.5 meters from front bumper to end of logs 
 Rear overhang length as per rout map measured from center of last 

axle 
 Front overhang 3.0 meters on standard truck; 1.5 meters for jeep 

loggers 
 
Load Width 

 As per permit 
 
Axle Spacing 

 Minimum of 5.0 meters spacing between truck, tandem-jeep and 
trailer 

 Minimum of 7.0 meters spacing between truck and trailer (5 axle) 
 Check permit or with AT&U for weights allowed below minimum 

spacing 

Trucks exceeding the dimensions and specifications will be subject to 
the following: 
 

 1st Offence  Verbal Warning 
 2nd-4th Offence  Written Warning and/or $25 Fine 
 5th Offence  24 Hour Suspension 
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Important Contacts 
 

Emergency Services 

Ambulance , R.C.M.P, Fire        911 

 

Alberta Plywood 

Weigh Scale Help Line (24hrs)  780-849-1376 

Log Haul Admin    780-805-3726 

Woodlands    780-849-4145 

Scale House    780-805-3693  

Emergency  After Hours   780-805-1989 

 

Sustainable Resource Development 

FOREST FIRES    310 FIRE (3473) 

Slave Lake    780-849-7400 

High Prairie    780-523-6521 

 

Helicopter Services 

Remote Helicopters - Slave Lake  780-849-2222 

Slave Lake Helicopters - Slave Lake 780-849-6666 

Delta Helicopters - Slave Lake  780-805-8800 

 

Workplace Health & Safety    1-866-415-8690 (24hrs) 

ALL SERIOUS ACCIDENTS MUST BE REPORTED 

IMMEDIATELY TO  

WORK PLACE HEALTH AND SAFETY 

 

All accidents are required to be reported to Alberta Plywood 
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8. Proceed as directed to the off-loader. You must remain in the truck in or-
der to be off loaded.  If you must leave your truck for any reason, ensure 
you communicate with the loader operator for his ‘okay’ to exit your truck 
cab.  Upon your return to the cab, inform the loader operator so that he 
may commence off loading. 

 
9.   Never, under any circumstances, go under a load or a grapple that is up in 

the air. 
 
10.   The loader operator will inform you as to the yard location you are at.  Re-

member this as it must be entered correctly in the weigh scale computer 
when you weigh out. 

 
11.   Weigh out, in turn, and proceed to the trailer loader. All trucks will use the 

trailer loader unless the trailer configuration used can not be loaded at the 
trailer loader. 

 
12.   When loading trailer, do not, under any circumstances, go under or near 

the suspended load and make sure to keep hands clear of pinch points.  
Use the pendant control to place the hoist hook on the trailer. The pendant 
control will not lift the trailer. Use the main hoist control to raise the trailer 
and to lower it onto the truck. Make sure to use the provided pike pole to 
straighten lines or to guide the trailer. 

 
13.   Be courteous in the yard – wait your turn. 
 
14.   Pedestrians and loaders have the right-of-way.  
 
15.   Do not speed. 
 
16.   Always wear your personal protective equipment (PPE). 

Before leaving the mill yard, you must leave your ticket (TM9) in 
the drop box located in the slot behind the keyboard. 
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5.   Empty trucks, when meeting a moving loaded truck, must slow down and 
pull over and stop, if necessary. 

 
6.   All loaded trucks must stop at designated checkpoints to tighten wrappers, 

check trucks and tires, and to check their load of logs for sweepers or fall-
ing logs/debris. Failure to stop at a mandatory checkpoint will result in a 
$100 fine. 

 
 
WEIGH SCALING AND OFF-LOADING:  
 
1.   Use Jug Handle to access Mitsue Industrial Road off of Hwy 2 at km 5. 
 
2.   Ensure that you are on the APL Yard Channel (165.300 KHz) prior to en-

tering yard. 
 

3.   If Scale area is congested, pull into the overflow area (the road immediate-
ly north of the scale house) until the congestion is relieved. 
 

Do Not Park Outside of the Mill Site 
Use 3 Point contact when exiting and entering Log Truck 

There is a no smoking policy within the log yard 
 

4.   Flags, Log Lights, and Wrappers may only be removed at the Wrapper 
Station. 

 
5.   In the event your load has been selected as a sample load, the Driver will 

attach the 3 sample cards to the front of the logs on the load with the sta-
ple gun provided at the weigh scale. 

 
6.   After completing the weigh-in procedure, proceed to the wrapper station. 

Pull into the station close enough to the safety arms that the arms will 
touch the load when activated.  Activate the safety arms and remove wrap-
pers. Both sets of arms must touch the load. There are two separate sets 
of arms. Release safety arms before leaving the wrapper station.  

 
7.   As you leave the wrapper station, call the loader operator who will direct 

you to the proper location for off-loading.  
 

Inform the loader operator if you have a sample load 
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 Truck Registration Requirements 

 
 

All log trucks must register at the mill before any logs can be hauled.  All log 
trucks hauling must clearly display their assigned placards from the mill on the 
front driver side bumper.  All Drivers must complete Driver Orientations and have 
a drive along with an experienced driver prior to hauling. 
 

The following is required: 
 

 Completed Mill Registration Form  
 

 Active Log Haul Permit (Winter, Seasonal, Salvage, etc.) 
 

 Certificate of Insurance 
 

 Copies of Truck and Trailer Registration 
 

 Copies of  current CVIP for each Truck and Trailer  
 

 Copies of  Commercial drivers abstract for each driver.       
 - All abstracts must be within 3 months of registration date. 

        - Newly licensed out of province drivers must provide abstract from home province. 
 

 WCB and GST Registration numbers 
 

 Allowable Manufacturers Specifications from Manufacturer of equipment
        

The contractor/truck owner is responsible to ensure that Alberta Plywood 
has received copies of the above documents as they are renewed during 
the log haul season.  Failure to do so will result in a suspension. 
 

Please give the office 48 hours after submitting paperwork to  
process newly registered trucks. 

 

 
 
 
 
 
 

Fax # 780-849-2426 

 

 

ALL DRIVERS REQUIRE A LOG YARD ORIENTATION.  
PLEASE CALL 780-805-3726 TO ARRANGE AN APPOINTMENT.    

A DRIVER ID NUMBER WILL BE ISSUED UPON COMPLETION OF 
ORIENTATION 
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Alcohol and Drug Policy 

 

Alberta Plywood  maintains a Zero Tolerance Alcohol and Drugs Policy. 

 

Anyone who is found to be or is suspected of being  under the influence of Alco-

hol and Drugs on the work site will be parked and suspended immediately.  

Transportation from the work site will be provided to the suspended individual. 

 

Suspended Individuals may be permanently barred from all West Fraser Mills 

worksites. 

 

Log Truck Inspections 

 

Alberta Plywood  has contracted Glenwood Transportation Services Ltd. to con-

duct spot safety inspections on all  Log Trucks hauling into the mills. 

 

 All trucks will report to the inspection area as they are selected. Trucks that 
refuse to report will be suspended. 

 
 Alberta Plywood will honor other company programs if that inspection was 

performed within the previous 30 days. 
 
 Trucks found with serious problems will be suspended until  the necessary 

repairs are completed. 
 

Tree Lights 

 

Alberta Plywood and Slave Lake Pulp will enforce 24 hour Tree Light use on all 

log trucks hauling to both mills during Winter operations. 

 

Commencement dates will be posted at the weigh scales. 

 

This policy covers all routes in use by Alberta Plywood and their Purchase-wood 

contractors. 
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6.   The driver will then remove his truck quickly and safely from the loader to 
allow other trucks to be loaded. 

 
7.  When the truck is out of the way of others, and before leaving the strip 

road, the driver will tie down his load of logs to meet load securement 
standards . He will then fasten two florescent sets of ten streamers one 
meter long to the back of the load and ensure that they are clean and 
plainly visible.  After darkness, in addition to the above, 2 lit red lamps will 
be attached to the back of the load, with one lamp being as close to the 
right edge and the other as close to the left edge of the load as is practica-
ble. 

 
8. The driver will ensure that there are no sweepers, snags, etc., protruding 

from the load that may collide with oncoming vehicles. 
 
9.   If the truck needs to be towed by a bulldozer to help it out of the loading 

area, the driver will properly fasten the winch line to the specified tow hook 
arrangement on the bumper of the truck. The driver will then signal to the 
bulldozer operator to proceed. The driver must ensure that the winch line 
is kept tight at all times when being towed.  The driver will signal the bull-
dozer operator to stop, remove the winch line from the truck and proceed.  
Trucks are not to be pushed. 

 
 
TRAVELING: 
 
1.   Log trucks shall travel with lights on at all times. 
 
2.   All drivers must comply with all posted speed limits, yield and  stop signs,  
 highway legal and off-highway posted load limits,  instructional type signs 

and unit direction arrows.                                                   
        
3.   Drivers will call mileage locations and indicate whether the log truck is 

loaded or empty  at safe regular intervals while driving on all radio           
controlled roads. Unnecessary talk should be restricted to other frequen-
cies not required by the log haul. 

 
4.   Courtesy on the road is a must at all times; all drivers are to dim lights one 

hundred and fifty (150) meters ahead of another approaching vehicle. 
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LOADING PROCEDURES: 
 
1. If there is to be some waiting time at the loader, the driver will check over 

his vehicle, trailer and tires, to ensure all are in good working condition.  
Trucks equipped with a self-loading trailer will drop their trailer, lengthen the 
reach accordingly and make proper hook-ups. 

 
2.  When approaching the loader with the truck to be loaded, the driver will 

watch for and follow instructions given by the loading operator. 
 
3.   Everyone in the loading area must stay clear of the truck and loader.  The 

driver must stay completely within the cab of their truck during the loading 
operation. 

 
The loader operator has the right to refuse loading any truck  

not following these rules. 
 
4.  All over-length logs shall be bucked at the loader or a designated area with
 in the same block and will be processed as follows: 

 to an eleven (11) centimeter top, and if required 

 thereafter in 5.232 meter lengths 

 Unmerchantable tops shall be thrown off the road 

 Merchantable tops shall be piled neatly to one side of the road to  
 facilitate reloading 

 The loader operator shall be responsible for reloading all merchantable logs 

 
5.   When the loading of the truck is complete, the truck driver will get his load 
 ticket (TM9) from the loader operator.  The loader operator shall fill in the 
 following on the TM9: 
  
 
 
 
 
 
 
 
 

The truck driver shall write the name of the Truck/Vendor and  
Truck License # in the appropriate areas and  sign the load ticket. 

Date Legal Description Product 

Source ID Loader Number Form 

Disposition Operator’s Signature Loading Time 

Species Truck Unit Number Driver ID 

Condition Truck Configuration  
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Log Truck Speed (Proposed) 

 
Log Truck Drivers are required to stay within the posted speed limits both loaded 
and empty on highway and off -highway. 
 
Any Log Truck Driver found to be exceeding the posted  speed limit will be sub-
ject to the following: 

 
0-10 KPH  Over - Warning  

 
10-15 KPH Over - 24 hour Suspension 

 
16-20 KPH Over - 48 hour Suspension 

 
20+ KPH Over  -  Indefinite Suspension 

 
Log Truck Drivers that have more than  3 speeding offences in one haul 
season, will be barred from entering West Fraser Worksites.  
 
Maximum Speed limits on non-posted DLO (bush roads) are 70 Km/Hr. 
 
In the event of poor weather and road conditions, Alberta Plywood  will enforce a 
safe speed regardless of the posted limit. 
 
 

Adjusting Over-weight Loads 
 

Alberta Plywood monitors the weigh scale for  illegal adjustment of over-loaded 
log trucks. 
 
Any load adjustments such as not weighing the complete load, cutting of and/or 
removal of logs, removal of tire chains etc. will not be tolerated. 
 

NOT WEIGHING THE FULL LOAD CHEATS  
THE LOGGER , THE LAND OWNER,  

THE GOVERNMENT, AND THE COMPANY 
 
Any Driver found doing so will face an immediate suspension and may be per-
manently barred from the operation. 
 
Any Truck  Owner that is found to be encouraging load adjustments will have 
their  truck(s) permanently barred. 
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       Failure to Report Sample Loads 
 
Alberta Plywood is required by regulation and contractually to sample loads as 
they enter the log- yard. 
 
Loads are picked randomly by the scale computer and notifies the driver during 
the scale-in process if a load has been selected. 
 
Alberta Plywood has equipped the scale with a Sample Load card printer.  The 
Driver is responsible to report and attach the sample cards to the load. 
 
Failure to Report or Attach the Sample Cards will not be tolerated. 
 

 The First Offence will result in a 48 hour suspension 

 The Second Offence will be barred from entering West Fraser Worksites 
 
 

Radio Use 
 

Procedures and Regulations 
 
All log trucks must be equipped with a multi-channeled two-way radio using the 
following frequencies:   
 
APL South 165.300 
APL North 165.540 
APL Load 162.450 
 
Other channels will be specified as necessary. 

 
Mile 0 is to be called prior to entering the log haul road, kilometers are to be 
called in both directions, and all log trucks shall remain on the posted frequency 
channel. 
 
Posted radio channels are to be used  for Haul Operations only (Calling Kilome-
ters Loaded/Empty, Emergencies).  Trivial conversation is not permitted at any 
time. 
 
Use of  Profanity and Verbal abuse is prohibited. 
 
Failure to comply with Alberta Plywood’s radio procedures or to repair a radio 
upon request will result in a suspension and/or termination. 
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Safe Working Procedures 
 
GENERAL: 
 
 All contractors operating on provincial highways and publicly funded roads 

must acquire an Alberta Operating Authority valid Class 1 license plate and 
permit allowing such operation, or a Class 2 plate and permit for off-
highway hauling. 

 
 All truck drivers, on or off-highway, must possess a valid Alberta Class 1 

drivers license.  All drivers must register with Alberta Plywood before 
commencing Work. 

 
 All personnel working in the loading, hauling, and off-loading area of any 

Alberta Plywood operation must wear: 
 CSA certified hard hat 
 CSA certified safety footwear 
 High visibility reflective vest 
 CSA certified eye protection (with side shields) 
 Logging pants or chaps while operating a power saw 

Failure to use any of the listed PPE will result in a warning/fine.  Re-
peat offenders will be suspended.  Drivers will not be required to wear 
the hard hat while sitting in the cab of the truck. 

 
 No one at any time during the loading of the truck will stand or sit on the 

bullboard of the truck. 
 
 All trucks and drivers failing to comply with these Safe Working Procedures, 

Transportation Alberta regulations, and the Alberta Plywood specifications 
will be subject to suspension from the operations of West Fraser. 

 
 

DRIVERS MUST SIGN THEIR TICKET 
All loads being hauled must have a TM9 signed by the Driver. 

First and second offence will result in a written warning 
Third offence will result in a Suspension. 
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Winter Log Haul Overload Policy 
(Highway Haul & Resources Road to Alberta Plywood)  

 
All trucks hauling into Alberta Plywood will be monitored and subject to the fol-
lowing overload policy: 
 
An overload is defined as: 
 

1.  Any weight recorded in excess of permitted gross weight 
 
2. Any axle weights measured by M.T.S. found to be in excess of  

 permitted axle weights. 
 
All trucks hauling into Alberta Plywood will be required to maintain the following 
targets:  
 
1. Total overloads   4% or less 
 
2. Overloads greater than 1000 kg 0%  
 
Any truck found exceeding their target will be subject to the following penalties: 
 
1.  Exceeding 4% total overloads      24 hour suspension 
 
2.  Overloads 1000 to 4999 kg      $500 for each overload 
         and 24 hour Driver Suspension 
 
3.  Overloads 5000 kg or greater      $1000 for each overload 
                                                               and indefinite suspension 
         until an interview by M.T.S. 
 
All penalties will be deducted and placed into an overload Safety fund. 
 
Penalties will be used for Education and Training of contractors and their em-
ployees. 
 
Log Trucks will be required to report to the Government Scales during the 
winter when amber lights are flashing UNLESS EXEMPT.  If there is a sign 
posted for ALL TRUCKS TO REPORT TO SCALE, then all trucks must do 
so even if they are exempt. 
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Summer Log Haul Overload Policy (Highway) 

 
All trucks hauling into Alberta Plywood will be monitored and subject to the Log 
haul overload policy. 
 
An overload is defined as "any weight that is beyond a truck's maximum permit-
ted GVW". 
 
There will be no payment for weight in excess of a truck's permitted GVW. 
  
All trucks hauling into Alberta Plywood will be required to maintain the following 
targets: 
 
1. Total overloads   4% or less 
 
2. Overloads greater than 500 kg 0%  
  
Any truck found exceeding their target will be subject to the following penalties: 
 
1.  Exceeding 4% total overloads      24 hour suspension 
 
2.  Overloads 1000 to 4999 kg      $500 for each overload 
         and 24 hour Driver Suspension 
 
3.  Overloads 5000 kg or greater      $1000 for each overload 
                                                               and indefinite suspension 
         until an interview by M.T.S. 
 
All penalties will be deducted and placed into an overload Safety fund. 
 
Penalties will be used for Education and Training of contractors and their em-
ployees. 
 
 
 
Log Trucks will be required to report to the Government Scales during the 
summer.  
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