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Property of: _______________________ 
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Main Phone  780-849-7777 Main Fax  780-849-7725 

NAME LOCAL NAME LOCAL 

SLP Scale 

House 
780-849-7717 SLP Woodroom 780-849-7759 

Sustainable Resource Development 

Forest Fires 310-FIRE (3473) Slave Lake 780-849-7400 

  High Prairie 780-523-6512 

Workplace Health & Safety  1-866-415-8690 (24hrs) 

911 Emergency Services—Ambulance, RCMP, Fire  

TITLE NAME LOCAL 

Mill Manager Tony McWhannel 780-849-7765 

Raw Materials Supervisor Grant Pearson 780-849-7760 

Weigh Scale Help Line (24hrs) - 780-849-1376 

Woodlands - 780-849-4145 

Emergency  - After Hours  7800-805-1989 
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MISCELLANEOUS INFORMATION 

THE ONLY TIME WE WANT YOU OUT OF YOUR TRUCK: 

 At the Scale House; 

 To use the washroom facilities; 

 In the Un-wrapping Station; 

 When unloaded by the crane; 

 When using the trailer hoist; and  

 When cleaning off you trailer east of the scale. 

 

INCIDENT REPORTING 

SLP requires that notification of any incidents be reported to the Log Yard 

Supervisor as soon as possible.  

The following are examples of types of incidents that may occur: 

 Damage to truck/trailer while being off-loaded. (Report before leaving 

the unloading area) 

 Incidents or faulty equipment. (Un-wrapping, Trailer Hoist Stations) 

 Slippery or tripping conditions 
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NOTES: 
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TRUCK REGISTRATION REQUIREMENTS 

All log trucks must register at Alberta Plywood before any logs can be hauled. 

The following is required: 

 Completed Truck Data Sheet 

 Annual Log Haul Permit, Salvage Permits 

 Certificate of Insurance—faxed from your insurance company 

 Copies of Truck and Trailer Registration 

 Copies of current CVIP for each Truck and Trailer 

 Copies of Commercial drivers abstract for each driver. 

 All abstracts must be within 3 months of the registration 

date. 

 Newly licensed out of province drivers must provide 

abstract from home jurisdiction (province). 

 WCB and GST Registration numbers 

 Allowable Manufacturers Specifications from Manufacturer of 

equipment. 

It is every truck owners responsibility to ensure that Alberta Plywood receives 

any updated copies of the above documents if changes occur throughout the 

log haul season. Failure to do so will result in a suspension. 

 Trucks may register between 10:00 AM to 3:00 PM Monday to Friday at 

the Woodlands office. (Sub-contractors need to register their trucks 

through the primary contractor they are hauling for). 

NOTE: A new log haul permit will be required if your configuration changes 

during the haul season, or if vehicle licence plate changes. 

 
All drivers require a Log Yard Orientation. 

Orientations will be conducted on Tuesdays & 
Thursdays at 2pm 

Please Call 780-805-3726 to arrange an 
appointment. 

Days and times may change without notice, please call 
to confirm. 

 

Upon completion, a driver ID number will be 
issued. 
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DRIVER REGISTRATION 

REQUIREMENTS 

All drivers are required to complete the Driver Application and sign 

before a WF Driver number will be assigned. You must have your 

number prior to hauling any load from or to a West Fraser managed 

sites (SLP yard and satellite yards). 
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RADIO USE 

PROCEDURES AND REGULATIONS 

1. All log trucks must be equipped with a multi-channel two-way radio using the 

following frequencies: 

 

 

 

  Other channels will be specified as necessary. 

2. Mile 0 is to be called prior to entering the log haul road, kilometers are to be 

called in both directions, and all log trucks shall remain on the posted 

frequency channel. 

3. Posted radio channels are to be used for Haul Operations only (Calling 

Kilometers Loaded / Empty, emergencies). Trivial conversation is NOT 

permitted at any time. 

4. Use of profanity and verbal abuse is prohibited. 

5. Failure to comply with West Fraser’s radio procedures or to repair a radio 

upon request will result in a suspension and/or termination. 

 

 

LOCATION FREQUENCY 

SLP Yard 166.395 

SLP Bush 1 164.565 
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SAFETY INFRACTION—CONSEQUENCE POLICY 

Slave Lake Pulp staff will issue: 

 1 warning to each driver for safety violations prior to issuing a 24 
hour suspension 

 2nd safety violation within 1 month of their 1st violation will receive a 
48 hour suspension 

 3rd safety violation with in the calendar year will result in a 72 hour 
driver and truck suspension 

A driver found driving while under suspension will be issued a 1 week suspension. 

(This includes hauling to  another mill from APL/SLP dispositions, hauling to a stockpile, etc.,) 

DIFFICULT LOADS / LOAD REFUSAL 

 Should it be determined that your particular load is not acceptable by the crane 

you will be advised and given directions to another offload area. In this case you 

will be directed to a Butt and Top loader. 

 Refusal of a load should only occur if the load you are delivering would pose an 

immanent danger to people or equipment or would result in unnecessary 

damage during an offloading process. The log yard operators will make every 

reasonable effort to ensure you are offloaded. The log yard operators are 

responsible for reporting to the log yard Supervisor any unusual or poorly 

loaded trucks delivered to the yard. 

 The log yard operators also have the responsibility and are expected to refuse 

an offload if the truck operator is not conforming to set policies and procedures 

or is working in and uncooperative manner. 

 The log hauler at his discretion may contact the log haul coordinator and/or the 

log yard team leader should any situation occur in the yard that he/she feels 

requires follow-up.  

 Should a situation occur where a load is refused in the yard, the procedure will 

be for the log hauler to park his load and for the log haul coordinator and/or 

the log haul team leader to be contacted immediately to assist in resolving the 

situation. 

 As stated previously it is imperative that the log yard operator and the log 

hauler work together to provide a safe efficient offload while in the yard. By  

working together and with a mutual spirit of cooperation by all, your offload in 

the yard will be done safely, efficiently and in a professional manner. 
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LOG HAUL PERMITS 

Load Specifications (Highway Loads): 

Load Height 

 As per permit specifications 

Load Length 

 Maximum of 30.5 meters from front bumper to end of logs 

 Rear overhang length as per route map measured from center of 

last axle 

 Front overhang 3.0 meters on standard truck; 1.5 meters for jeep 

loggers 

Load Width 

 As per permit specifications 

Axle Spacing 

 As per permit specifications 
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LOG HAUL PERMITS 

Load Specifications (Off-Highway Loads): 

Load Height 

 As per permit specifications 

Load Length 

 Maximum of 35.0 meters from front bumper to end of logs 

 Maximum of 9.0 meters overhang length measured from center of 

last axle 

 Front overhang 3.0 meters on standard truck; 4.5 meters for jeep 

loggers 

Load Width 

 As per highway permit specifications 

Axle Spacing 

 As per permit specifications 

Read your Log Haul Permit for all applicable 

specific configurations! 

TRUCKS EXCEEDING THE DIMENSIONS AND SPECIFICATIONS WILL 

BE SUBJECT TO THE FOLLOW: 

 1st offence  Verbal warning 

 2nd—4th offence Written warning &/or $25.00 fine 

 5th offence  24 hour suspension 
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GENERAL HOUSEKEEPING  

 Please use garbage bins provided at scale and offload booth for ordinary refuse 
of debris. 

 Washroom is located West of scale. 

 Drivers are not to enter plant without permission. 

 Smoking is strictly prohibited while in the Log Yard. Smoking while on mill site 
shall be in designated areas only. There is to be no smoking in logging trucks 
while on the mill site. 

 Cell Phones—The use of cell phones are prohibited while in the log yard. Your 
FULL ATTENTION is required while in the yard. 

 

LOG YARD SAFETY 

 Crane Operator will direct log trucks to the unloading area. 

 Log trucks waiting to be unloaded will stay thirty (30) meters from the 
unloading area. 

 Log trucks waiting to be unloaded behind other trucks should remain at safe 
distance from each other. 

 Removal of lights, flags and wrappers to be done only at the Un-wrapper 
Station. 

 Crane or loader operator will indicate to truckers when to enter or leave the 
unloading area. 

 No one shall walk under or near suspended loads of logs. 

 Crane will not be used to reload pole trailers. 

 Crane operator will not operate the crane in wind speeds above 40 mph (64 
KPH). 

 Crane will not operate the crane below -40℃ (-32℃ modified workload ½ 

grapple) 
 

SAFETY INFRACTION—CONSEQUENCE POLICY 

Slave Lake Pulp enforces a 24hr driver suspension for all PPE safety violations within 
West Fraser managed sites (SLP yard and satellite yards). Safety violations include 
the following: 

 Failure to wear: 

 CSA Hard hat 

 CSA Safety boots 

 CSA Hi-vis Clothing 

 CSA Safety Glasses (Note: Prescription 
glasses MUST be equipped with side 
shields.) 

 Climbing on trailer to clean off debris. 
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 Return to truck and back the truck under the suspended trailer in a slow and 
controlled manner. 

 

 

 

 

 

 

 Using a 3-point stance exit the truck 

 Use the remote pendent to lower the trailer down onto the saddles. 

 Remove hook from the lifting cable and lift the lifting block to highest position 
ensuring that the next truck can pull under the block. 

 Proceed to the truck scale. 

 

NOTES 

 Wear required PPE at all times. 

 Never exceed the maximum lifting capacity of the trailer hoist posted at the 
trailer loader. 

 Never walk under a suspended trailer. 

 Always plan an escape route before moving equipment. 

 Use a pike pole to guide trailer into proper alignment. 

 Report any slippery conditions or tripping hazards to the Log Yard Supervisor. 

 Never complete any maintenance work on the hoist. 

 Report any incidents or faulty equipment to the Log Yard Supervisor 
immediately. 

12. The driver will then proceed to the weigh scales so a tare weight can be 
recorded and a net weight calculated. 

 Scan the TM9. For Handwritten tickets; press Trucks in Yard. Find your 
licence plate number and highlight it, press Enter or type in your licence 
plate number and press Enter. 

 Place ticket in printer, press Enter and wait for ticket to print. 

 Leave 2 copies in the appropriate slot. Leave the ticket in the slot of the 
contractor you are hauling for on that day. 
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2017/2018 Log Haul Overload Policy 

Off-Highway (South Mitsue) 

All trucks hauling on Off-Highway Routes into Slave Lake Pulp will be monitored and 
subject to the following overload policy: 

An overload is defined as: Any weight recorded in excess of allowable gross weight. 

Consideration will be given to trucks that have manufacturers specified carrying 
capacities that exceed the above caps for clean-up loads. 

Alberta Plywood and Slave Lake Pulp will reserve the right to adjust allowable 
weights as necessary. 

Read your Log Haul Permit for your maximum 

gross haul weight! 

 
 

 

 

 

 

 

 

 

 

 

All trucks hauling into Slave Lake Pulp will be required to maintain the following 
targets: 

 Total overloads  ≦ 4% 

 Overloads > 1000kg  0% 

Any truck found exceeding their target will be subject to the following penalties: 

No payment for tonnage above permitted weight. 
All penalties will be deducted and placed into an overload Safety fund. 

Penalties will be used for Education/Training of contractors and their employees 
(Please Note that overload fines are currently under review and may change without notice.) 

Exceeding 4% total overloads 24 hour suspension 

Overloads 1000—4999kg 
$500 for each overload and 24 

hour driver suspension 

Overloads 5000kg or more 

$1000 for each overload and an 

indefinite suspension until an 

interview by MTS 
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ADJUSTING OVER-WEIGHT LOADS 

Slave Lake Pulp monitors their weigh scales for illegal adjustment of over-loaded log 

trucks. 

Any load adjustments such as not weighing the complete load, cutting of and/or 

removal of logs, removal of tire chains, etc. will not be tolerated. 

NOT WEIGHING THE FULL LOAD CHEATS THE LOGGER, THE LAND OWNER, THE 

GOVERNMENT AND THE COMPANY. 

Any Driver found doing so will face an immediate suspension and may be 

permanently barred from the operation. 

Any Truck Owner that is found to be encouraging load adjustments will have their 

truck(s) permanently barred. 

FAILURE TO REPORT SAMPLE LOADS 

Slave Lake Pulp is required by regulation and contractually to sample loads as they 

enter the log yards. 

Loads are picked randomly by the scale computer and notifies the driver during the 

scale-in process that the load has been selected. Scales are equipped with Sample 

Load card printers. 

THE DRIVER IS RESPONSIBLE TO REPORT AND ATTACH THE 
SAMPLE CARDS TO THE LOAD 

Failure to report or attach the Sample Cards will not be tolerated. 

The first offence will result in a 48hr suspension. 

The second offence will be barred from entering West Fraser Worksites. 

 

(Staplers are located at the Crane & Butt and Top loader.) 

Drivers MUST sign 

their Ticket 

 First and Second offence 
will result in a written 
warning. 

 Third offence will result in 
a suspension. 
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9. The driver, before leaving will: 

 Report any damage caused to his truck by yard equipment; 

 Report any breakdowns that may cause delays; 

 Clean off trailers in designated area only, Absolutely no getting up on 
rigging to clean truck/trailer. Cleaning must be completed with feet firmly 
on the ground. 

10. Trucks with pole trailers will proceed to the trailer-loading hoist. 

11. Trailer Hoist Procedure 

 Approach trailer hoist slowly and under complete control, ensuring that 
the lifting block is high enough to clear the truck cab. 

 Stop truck once the hook is directly over the lifting cable on the trailer. 

 Using a 3-point stance exit truck. 

 Using the remote pendent, lower the lifting block and attach the hook 
onto the lifting cable on the trailer. 

         
 Using the remote pendent, raise the hook enough to ensure that it will 

stay on the molly. 

 Proceed to the backside of the trailer loader and resume lifting the trailer 
to the desired height. 

     

*Truck Cleaning Station may be 

relocated after scale seasonally. 

Please ensure that clean off of unit 

occurs in designated area only! 
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6. The driver will establish radio contact with the Crane Operator and proceed to 
the offloading area as directed by the Crane Operator. Under no circumstances 
is a driver to report their TM9#  & Plate #s while driving! 

7. Drivers and passengers are required to leave the log truck and establish contact 

with the Crane Operator with radio provided in the off-loading station. 

 The driver shall stay within the off-loading station provided until the Crane 
Operator indicates he may return to the log truck. 

 The driver will be required to assist the Crane Operator with grapple 
placement to ensure grapple doesn’t contact trailer. 

 Crane operator will not unload until the area is clear and safe. 

 Any truck damage caused by the unloading operator must be reported to 
the operator before leaving the unloading area. 

8. When off-loading with the Butt and Top: 

 Always remain in your truck while being offloaded 

 If you must exit your vehicle; make contact with the loader operator and 
wait for him to idle down to allow you to do so safely. No offloading will 
occur while driver is outside of vehicle, loading will resume once driver has 
returned to the cab of his truck. 

 Always ensure the loader operator is aware of your location at all time 
during offloading.  

 The loader operator will advise you where you are required to move 
forward or reverse to facilitate offloading. 
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LOG TRUCK SPEED (PROPOSED) 

Log Truck Drivers are required to stay within the posted speed limits both loaded 
and empty on highway and off-highway. 

Any Log Truck Driver found to be exceeding the posted speed limit will be subject to 
the following: 

 0-10 KPH over Warning 

 10-15 KPH over 24 Hour Suspension 

 16-20 KPH over 48 Hour Suspension 

 20+ KPH over Indefinite Suspension 

Log Truck Drivers that have more than 3 speeding offences in 

one haul season, will be barred from entering West Fraser 

Worksites. 

Maximum Speed limits on non-posted DLO (bush roads) are 70 KPH 

In the event of poor weather and road conditions West Fraser will enforce a SAFE 

speed regardless of the posted limit. 

 

ALCOHOL AND DRUG POLICY 

West Fraser maintains a Zero Tolerance Alcohol and Drug Policy. 

Anyone who is found to be or is suspected of being under the influence of Alcohol or 

Drugs on the worksite will be parked and suspended immediately. Transportation 

from the worksite will be provided to the suspended individual. 

 

SUSPENDED INDIVIDUALS MAY BE PERMANENTLY BARRED 

FROM ALL WEST FRASER WORKSITES 
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LOG TRUCK INSPECTIONS 

A Certified contractor will be contracted to conduct spot safety inspections on all Log 
Trucks hauling into the mills. 

 All trucks will report to the inspection area as they are selected. Trucks that 
refuse to report will be suspended. 

 West Fraser will honor other company programs if that inspection was 
performed within the previous 30 days. 

 Trucks found with serious problems will be suspended until the necessary 
repairs are completed. 

STANDARD OPERATING PROCEDURES 

General: 

 All contractors operating on provincial highways and publicly funded roads 
must acquire: 

 Alberta Operating Authority 
 Valid Class 1 registration allowing such operation, or 
 Class 2 registration for restricted radius hauling 

 
2. All truck drivers, on or off-highway, must possess a valid Alberta Class 1 

drivers licence or equivalent from another jurisdiction. All drivers must 
register with Alberta Plywood before commencing work. 

3. All persons working in the loading, hauling and off-loading areas of any West 
Fraser operation must wear: 

 CSA Certified Hard Hat 
 CSA Certified safety footwear 
 High visibility reflective clothing 
 CSA certified eye protection (with side shields)  
 Logging pants or chaps while operating a power saw. 

 
Failure to use any of the listed PPE will result in a warning/fine. Repeat offenders 

will be suspended. 
Drivers will not be required to wear the hard hat while sitting in the cab of the truck. 

4. No one at any time during the loading of the truck will stand or sit on the bull
-board of the truck. 

5. All trucks and drivers failing to comply with these Standard Operating  
Procedures, Transportation Alberta, and West Fraser specifications will be 
subject to suspension from the operations of West Fraser. 
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 Proceed to off-loading station and inform operator to lower 
grapple and secure load. 

 Upon securing of the load, operator will instruct driver that it is 
safe to enter the area and remove wrapper , coil at front of truck 
and return to off-loading station. 

 Once wrappers have been removed from load, the unrestrained 
load must not be moved if any worker is exposed to the risk of 
falling log or other falling debris. 

 Coil wrappers in protective structure or pull wrappers to the front of 
the truck to coil. 

 Return protection arms to ready position using the hydraulic control 
handle. 

 After returning protection arms to ready position, the driver is no 
longer allowed between the unwrapping stations steel frame and 
unwrapped load. 

 Do a visual check before getting in truck to ensure all arms are in the 
ready position. 

 Any logs hung-up in protective arms, or any other mechanical 
problems need to be reported immediately 

                        
 Before driving away, look in truck mirrors to ensure protection arms are 

in the ready position. 

 If any of the protection arms get caught in the load, do not back up; call 
Log Yard Supervisor for assistance. 

NOTES 

 No wrappers are to be removed in log yard except at unwrapping station. 

 If unwrapping station is not working or closed for maintenance, a loader or 
Kranco must restrain the load before wrappers are removed. 

 Only one truck allowed in unwrapping station at a time. 

 When performing maintenance at unwrapping station, a “Temporarily 
Closed” sign must be posted on the roadway/entrance of the unwrapping 
station. 

 Report any slippery conditions or tripping hazards to the Log Yard Supervisor. 

 The unwrapping stations are zero tolerance facilities, any infraction of the 
above procedures will result in the immediate suspension of hauling 
privileges. 

INFORM THE CRANE OPERATOR IF YOU HAVE A SAMPLE LOAD! 
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 In the event that your load is selected as a sample load, the driver will 
be required to bring the 3 sample cards that are automatically 
printed, to the wrapper station. 

INFORM THE CRANE OPERATOR WHEN YOU HAVE A SAMPLE LOAD! 

5. Wrapper Station Procedure 

 Approach unwrapping station smoothly, slowly and under complete 
control. 

            
 Complete a thorough visual check to make sure last driver has returned 

the protection arms to the ready position. 

 Stop truck when the front of the load/1st bunk is even with the first 

protection arm, set parking brake. Ensure your truck is parked parallel and 

centered to the unwrapping station’s steel frame. 

 Using a 3-point stance exit truck. 

 Complete a visual check of the top of the load for any unforeseen hazards 

before swinging protection arms into place. 

 Using the Hydraulic control handle active the protection arms. Ensure 

arms make contact with logs over the full length and on both sides of the 

load. 

 Release load binders/boomers. 

 Begin unwrapping load. 

 Enter protective structure to pull wrappers. 

 Remain under protective structure, pull wrappers from load. 

 If a log falls from the truck contact the Log Yard Supervisor to get 

assistance removing log from protective arms. 

 If wrapper gets caught, swing arms back to home position and 

move your load outside of protective structure and ask Kranco 

Crane operator for assistance. Load must be restrained by loader/ 

Crane before driver removes remaining or stuck wrapper. 

 If the 980 loader is used to secure the load, there must be a 

detailed Hazard Assessment completed prior to  securing of 

the load. 
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 Date  Truck Number 

 Source ID  Product, Form 

 Disposition, Species  Condition 

 Legal Description  Loading Times 

 Loader Number  Loading Time 

 Operator’s Signature  Driver ID 

 

LOADING PROCEDURES 

 

 

 If there is to be some waiting time at the loader, the driver will check over his 
vehicle, trailer and tires to ensure all are in good working condition. Trucks 
equipped with a self-loading trailer will drop their trailer, lengthen the reach 
accordingly and make proper hook-ups. 

 When approaching the loader with the truck to be loaded, the driver will watch 
for and follow instructions given by the loading operator. 

 Everyone in the loading area must stay clear of the truck and loader or stay 
completely within the cab of their truck during the loading operation. 

 The loader operator shall refuse to load any truck not following these rules. 

 All over-length logs shall be bucked at the loader or a designated area within 
the same block and will be processed as follows: 

 To a eleven (11) centimeter top, and if required 

 Thereafter in 5.00 meter lengths 

 Un-merchantable tops shall be thrown off the road 

 Merchantable tops shall be piled neatly to one side of the road to 
facilitate reloading 

 The loader operator shall be responsible for reloading all merchantable 
logs 

6. When the loading of the truck is complete, the truck driver will get his load 
ticket from the loader operator. The loader operator shall fill in the following: 

 

 

 

 

 

 

 

 

 

 

 

 
The truck driver shall write the name of the Truck/Vendor and Truck Licence 

number in the appropriate areas and sign the load ticket. 
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7. The driver will then remove his truck as quickly as possible from the loader to 
allow other trucks to be loaded. 

8. When the truck is out of the way of others, and before leaving the strip road, 
the driver will: 

 Tie down his load of logs to meet load securement standards.  

 Fasten two florescent sets of ten streamers (each length of material 1 
meter long and 25mm wide) to the back of the load with at least one 
streamer as close to the right edge and another as close to the left edge of 
the load as practicable. 

 After dark, in addition to the above, 2 lit red lamps will be attached to 
the back of the load, with one lamp being as close to the right edge 
and the other as close to the left edge of the load as practicable. 

9. The driver will ensure that there are no sweepers, snags, etc., protruding from 
the load that may collide with oncoming vehicles. 

10. If the truck needs to be towed by a bulldozer to help it out of the loading area, 
the driver will properly fasten the winch line to the specified tow hook 
arrangement on the bumper of the truck.  

 The driver will then signal to the bulldozer operator to proceed. 

 The driver must ensure that the winch line is kept tight at all times when 
being towed. 

 The driver will signal the bulldozer operator to stop, remove the winch line 
from the truck and proceed. 

 Trucks are NOT to be pushed. 
 

TRAVELLING 

1. Log trucks shall travel with lights on at all times. 
2. All drivers must comply with all posted speed limits, traffic signs, highway and 

off-highway posted load limits, instructional signs and unit directional arrows. 
3. Drivers will call mileage locations and indicate whether the log truck is loaded 

or empty at safe regular intervals while driving on all radio controlled roads. 
Unnecessary talk should be restricted to other frequencies not required by the 
log haul. 

4. Courtesy on the road is a must at all times; all drivers to dim lights 150 meters 
ahead of another approaching vehicle. 

5. Empty trucks, when meeting a moving loaded truck, must slow down and pull 
over and stop when necessary. 

6. All loaded trucks must stop at designated checkpoints to tighten wrappers, 
check trucks and tires and to check their load of logs for sweepers or falling 
logs. Failure to stop at a mandatory checkpoint will result in a $100 fine. 

 
 

DO NOT DEVIATE FROM YOUR ROUTE!DO NOT DEVIATE FROM YOUR ROUTE!  
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B9 B9 

B7 B7 

B5 B5 

B3 B3 
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WEIGH SCALING AND OFF-LOADING PROCEDURES 

1. Ensure that you are on the SLP Yard channel (166.395 KHz) prior to entering 
the yard. 

2. A log truck specific lane will be added seasonally or pending log haul volume, 
log trucks are to use the far right lane when signs and lane markers are present 
when approaching the scale.  

 

 

 

 

 

         

 

3. When approaching the weigh scale, the driver must bring his truck to a full stop 
and then proceed on the scale at a maximum speed of 10 KPH. 

 The weigh scales are set up with 2 sets of sensor beams; 

 The first sensor beam ensures that the scales have zeroed out before 
the next truck can proceed with a green light. 

 The second sensor beam ensures that the truck remains completely 
on the scales when weighing in or out as indicated by the 
incandescent lights. 

 If you proceed too fast onto the scale prior to a green light turning on 
or if the second set of beams are blocked your truck weight will not 
be registered in the computer.  

4. The driver will then take his load ticket to the scale house. 

 Scan the TM9 using the bar code reader. Enter your Driver ID when 
prompted. 

 Manual entry or when Scanner is not working 

 Enter Truck ID, hit Enter 

 Enter Driver ID, hit Enter 

 Enter Job ID—Type in source as indicated on TM9, hit Enter 

 Enter TM9 number, hit Enter 
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